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6. Contractor shall adhere to and is responsible for compliance with all details, applicable .‘"t.".'t)/ company specufucatuong The Englr'.neer shall .hove no liability FABRIC ’ .
notes, plans and specifications contained herein. It is the responsibility of grlrespons'?htyr:ﬁr O; as related to fill, compaction, backfill, or the CONFORMANCE WITH THESE PLANS. REPEAT APPLICATION OF DUST CONTROL MEASURES WHEN FUGITIVE DUST BECOMES EVIDENT. = a -
the contractor to ensure that all work performed by their subcontractors is alancing ot earthwork. 2. CONTRACTOR IS RESPONSIBLE FOR IMPLEMENTATION OF ALL SEDIMENTATION AND EROSION CONTROL 03!
in full compliance with these requirements. MEASURES SHOWN ON THESE PLANS. THIS RESPONSIBILITY INCLUDES IMPLEMENTATION AS WELL AS 500

26. Pavement must be saw cut into straight lines and must extend to the full MAINTENANCE. ANY PROPOSED CHANGES TO THIS PLAN MUST BE APPROVED BY THE ENGINEER »w_o

7. The contractor shall confirm that they are in receipt of the current version depth of the existing pavement, except for edge of butt joints. AND/OR THE LOCAL AUTHORITY HAVING JURISDICTION. >\5 ‘C—)

of the referenced documents prior to the commencement of any work. o ) ) NOTE: qc‘) . \"3
27. The tops of existing manholes, inlet structures, and sanitary cleanout tops REMO.VE CB GRATE. PLACE FILTER FABRIC 3. CONSTRUCTION ACCESS SHALL BE INSPECTED REGULARLY TO ENSURE PROPER OPERATION. STONE £ g o

3. Pr'j; to Commjncmg .\J:vork, dcontmctoz 'Sf re?:lred tot sec;ure af” tEeceSS?ryt must be adjusted as necessary, to match proposed grades SEZ%%EF?FT'ELEF%KAPCG XQEEONROT To SHALL BE ADDED OR REPLACED AS REQUIRED. . 3; toc')
anasor required permiis and dpprovals for e consirucion of the project 28. Where retaining walls (whether or not they meet the jurisdictional definition) WITH STONE OR EARTH. PILE 4. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING ADJACENT ROADWAYS, (BOTH PUBLIC & NOTES: N = O
including, but not limited to, demolition work, and all off site material g g «©
sources and dis . . are identified on p|(_]n3, elevations identified herein are for the exposed COMPLETED PORTIONS OF THE PROJECT) FREE FROM ACCUMULATED DUST AND DIRT. STREErS SHALL 1) CONTRACTOR SHALL LIMIT CONTRIBUTING AREA TO

posal facilities. Copies of all permits and approvals shall . . ) . ) - BE SWEPT CLEAN AT ALL TIMES DIVERSION SWALES TO 1 ACRE OR LESS. AND SHALL BE
be maintained on site throughout the duration of the project. The portion of the wall. Wall footing/foundation elevations are not identified ’ INSTALLED AT GRADES OF 2% OR LESS.
contractor shall thoroughly review and understand all permits and permit herein and are to be set/determined by the contractor based on final 5. AREAS WHERE CONSTRUCTION ACTIVITIES HAVE PERMANENTLY CEASED OR WHEN FINAL GRADES ARE COMPACTED MATERIAL
conditions prior to fabrication of any materials or products to be used as structural design shop drawings prepared by an appropriate professional REACHED IN ANY PORTION OF THE SITE, SHALL BE STABILIZATION WITH FINAL VEGETATION WITHIN 7 , 12" g ole . 5
part of the project. licensed in the state where the construction occurs. DAYS. AREAS TO BE LEFT BARE FOR MORE THAN 30 DAYS SHALL BE TREATED WITH AIR DRIED WOOD I 2 5 o $ E E 8
CHIP MULCH (6 CYDS / 1000 S.F.) OR SEEDED WITH PERENNIAL RYE—GRASS UNTIL FINAL GRADING AND RN 2 g

9. The contractor is responsible for independently verifying all existing onsite 29. Contractor shall maintain and control traffic on and offsite in conformance CATCH BASIN GRATE STABILIZATION TAKES PLACE. WINTER STABILIZATION SHALL INCLUDE MULCH/STRAW OR HAY APPLIED AT THE Exis ] A T R R
utilities within and deocent to the limits of the project activities. with the current Federal HIghWCly Administration (FHWA) “Manual on Uniform - — — — — — SAME RATE WITH A TACKIFIER PER RECOMMENDATIONS MADE IN THE 2002 CONNECTICUT GUIDEUNES FOR GRAE’;G 18. E();(IRSA.I;I:)"EG
Underground utility, strul.ucturc.e and facility locations deRiCted C‘”d. noted on the Traffic Control Devices” (MUTCD), and the federal, state, and local regulations L IMEN TATIQN C_ONTRO_L SOIL EROSION AND SEDIMENT CONTROL. (MIN.) N T T—TTT—TT7
fe'znzci‘jzeufff” Ccoon:“pc;'rf.:é 'zrpagtv'erfgsq”e"n{jf%rde:C‘fezp";EO;“”;";? tt;ys t.t:;zn for all aspects of demolition and site work. If a Maintenance of Traffic Plan NTS 6. ALL DISTURBED SLOPES EXCEEDING A 3:1 SLOPE SHALL IMMEDIATELY RECEIVE MULCH AND TEMPORARY \ A’/réi == || = —

pective utility compani governn gencies, from p imony, is required for work that affects public travel either on or offsite, the TS SEEDING IN ACCORDANCE WITH THE FOLLOWING APPLICATION RATES: == === | === ©
and from other sources. These locations must be considered as contractor shall be responsible for the cost and implementation of said plan. T T T T =1 .
approximate in nature. Additionally, other such features may exist on the MULCH: RATE: ‘ ‘ ‘:‘ ‘ ‘:‘ ‘ ‘:‘ ‘ ‘:‘ ‘ ‘:‘ ‘ ‘:‘ ‘ ‘j m 'E 8
site, the existence of which are unknown to the Engineer. 30. C‘ontractor shall prevent the emission of .dust, sediment, and debris from the STRAW 90# / 1000 S.F. 3:1 SIDE SLOPES e 1:1 SIDE SLOPES : o o
site, and shall be responsible for corrective measures such as street OR FLATTER OR FLATTER c

10. Locations of all existing and proposed services are approximate. Final utility sweeping, and clean—up work as deemed necessary by the Engineer orthe TEMPORARY SEEDING: RATE: " — : ©
serv}ce sizes and locations, including, but not limited to,/the relocation authority having jurisdiction. PERENNIAL RYEGRASS 1.0#4 / 1000 S.F. U o I 9
and/or installation of utility poles, or the relocation and/or installation of o — - k7] R
transformers, are at the sole discretion of the respective utility companies. 31. The contractor shall install and/or construct all aspects of the project in 20' OR DRIVE WIDTH 7 igN;EgﬁrggoSS&?N&ESES%L%%ANSIN SUMPS, DIVERSION SWALES, & TEMPORARY SETTLING SUMPS T—EMPQRARY DIVE—RSION SWALE : é) ©

- - - - ) - - - . IF REQUIRED — =
) i strict compliance with and accordance with manufacturer's written installation WHICHEVER IS GREATER N.T.S — . O
’ . . : o - . L standards, recommendations and specifications. . ,

11. Prior to commencement of any work, the contractor shall independently tandard dat g ficat 8. DURING EARTHWORK OPERATIONS, CONTRACTOR SHALL MANAGE STORMWATER RUNOFF SO THAT NO Sl 0y
coordinate and confirm with the appropriate utility companies to finalize all DIRECT DISCHARGE OF RUNOFF THAT CONTAINS SUSPENDED PARTICLES, FLOWS INTO RECEIVING S €U
utilcijtythsirvices onj/ci(rh relocotli)ons t;) enzure Irl'nodconflic’( with the tdesign dpl?(nls; 32. All pumped discharge must utilize silt—sac or approved equal. Monitor to g’(’)Nng:#N(IEAgFrngﬁN%IPT%ﬁ%H WATERS. RUNOFF SHALL BE DIRECTED INTO TEMPORARY SEDIMENT SUMPS AND TREATED. — E q>_) 8
an at proper depths can be achieved. All discrepancies must immediately d teri tiviti d t : d t . Stabili s ,
be reported to the Engineer in writing. Should a conflict arise due to the ensure cewatering activities do not cause erosion downstream. Siabllize area DURABLE AND ANGULAR ROCK, 9. AT NO TIME DURING THE CONSTRUCTION EFFORT SHALL THERE BE ANY OPEN AND DISTURBED AREA g O <o
_ port gr g : _ utilizing winter stabilization if appropriate for season of construction. PLACED OVER GEOTEXTILE. MAXIMUM GREATER THAN 5 ACRES WITHOUT SILT FENCE PERIMETER OF SET AREA. W £ =
_fmal .f.e&gnsdof thf( utlllty.ttcompon)l/,t.the cgntrictor Sha';_”Ot'th;h? ri’:g'neer Dewatering activities shall be completed in accordance with the 2002 CT i OOOOOO RIPRAP SIZE TO BE 4 INCHES AND :—FOSRERI;{A(; REEI\EA%A\KL b~ a S E
Lrli“v:;l ::gtgi]:;tio?quv_m a written resolution prior to proceeding wi urther Guidelines for Soil Erosion and Sediment Control. OOOOOO I'\II\I%THE%ORE THAN 10% LESS THAN 2 10. AFTER ALL SITE WORK IS COMPLETED, INCLUDING THE SPREADING OF TOPSOIL AND SEEDING, THE FROM INLET .n_ ao_

o0~ 0 . CONTRACTOR SHALL CLEAN ANY SILT OR DEBRIS FROM ALL STORM DRAINAGE STRUCTURES AND (REBAR NOT INCLUDED) I < <

12. Prior t i tructi th tract hall field ify all existi OOOOOO CULVERTS. OE

. Prior to commencing construction, the contractor shall field verify all existing
conditions, topographic information, utility invert elevations, and proposed OQOQOQ NOTES: 11. AT ALL TIMES DURING THE CONSTRUCTION EFFORT, THE CONTRACTOR SHALL HAVE AVAILABLE THE ©
layout dimensions, and must immediately notify the Engineer in writing if WETLAND CREATION NOTES' o OO0 _0O 1. INSPECT CONSTRUCTION EXIT WEEKLY APPROPRIATE EQUIPMENT FOR WATER APPLICATION FOR THE PURPOSES OF ALLAYING DUST. APPLY =
0 o _0O_0 AND AFTER EVERY MAJOR STORM EVENT
actual site conditions differ or are in conflict with the proposed work. No O-0O-0 WATER, SUITABLE MATERIALS, OR COVERS TO MATERIAL STOCKPILES AND OTHER SURFACES THAT CAN
extra compensation will be paid to the contractor for work which has to be 1. WETLAND REMEDIATION SEEDING MIXTURE (AS NOTED ON C—ES1) 595940 2. B’IQE'('_',’T‘E’STEORWA';DUSS? s%%?bIEN?ESQED GIVE RISE TO AIRBORNE PARTICULATE MATTER. COVER, WHILE IN MOTION, OPEN—BODIED TRUCKS OR
redone or repaired due to dimensions or grades shown incorrectly on these ERghB/II;(_—ﬁA;OW PERENNIAL FOOD & COVER WETLAND MIX = OO0 FOR SITE CONDITIONS. OPEN—BODIED TRAILERS. MINIMIZE THE VOLUME OF WATER SPRAYED FOR CONTROLLING DUST AS TO OPTIONAL OVERFLOW
plans unless the contractor receives written permission from Owner/developer BY Ernst Conservation Seeds., 9006 Mercer Pike, Meadville, PA OOOOOO 3. STONE SHALL BE REMOVED/REPLACED PREVENT THE RUNOFF OF WATER. NO DISCHARGE OF DUST CONTROL WATER SHALL CONTAIN OR
. o : . g g g oYoYo WHEN EXCESS LEVELS OF MUD ARE CAUSE A VISIBLE OIL SHEEN, FLOATING SOLIDS, VISIBLE DISCOLORATION, OR FOAMING IN THE
giving authorization to proceed with such additional work. 16335 (800) 873—3321 oo~ o RECEIVING STREAM. ®____;_r__.;-r—r"'
APPLICATION RATE: 0.50 LBS PER 1,000 S.F., 20 LBS PER ACRE V o oYo OBSERVED. SiLeoAlK

13. At least 72 hours prior to starting any site activity or demolition, the — 00 0O 12. THE DEVELOPER SHALL ENSURE THAT CONSTRUCTION ACTIVITIES COMPLY WITH THE NOISE ORDINANCES
conf(ractor shall notify, at a .minimum, the puilding offic.iol, munic_ipc!I 2. Qlﬁ\lﬂM?(z)é\lSggugllgTTOI\E]ij‘lsP'\fAﬂ\gH UJISLHZD%%SI:;L\&V_ETLAND LIMITS  SHALL OF THE AUTHORITY HAVING JURISDICTION. DUMP LOOPS
engineer, department of public works, planning and zoning commission, the STREET (REBAR NOT INCLUDED)
shall also attend a pre—construction meeting with the local municipality, if TOPSOIL STOCKPILED BEYOND THE LIMITS OF WETLANDS. EswgéLﬁNgE&mggN%&EgA'ﬁh3;3&"2%?%; gﬁé‘rgﬁ')—: ;m‘;gs"?_l__égg ESSSI'T*UL%}ESDT Ts% ?__'EET &
required, prior to commencing any site activity or demolition. 4 MECHANICALLY MIX UNCONTAMINATED TOPSOIL WITH A MINIMUM 30% CONSTRUCTION ACCESS FROM ANY STREAM, WETLAND, OR OTHER SENSITIVE SOURCE. DUMPING OF LIQUID WASTES IN STORM 2

. . . . . ORGANIC CONTENT OUTSIDE OF THE WETLANDS CREATION AREA. SEWERS IS PROHIBITED. THE WASHOUT AREA SHALL BE INSPECTED AT LEAST ONCE A WEEK TO
14. Prior to starting any site activity or demolition, the contractor shall N.T.S. ENSURE STRUCTURAL INTEGRITY, ADEQUATE HOLDING CAPACITY, AND TO CHECK FOR LEAKS AND <o, Q
5. PLACE TOPSOIL/ORGANIC SOIL MIXTURE IN WETLAND CREATION . < (@)
implement the solil erosion and sedlment C?”tm' measures as noted on the / OVERFLOWS. ACCUMULATED DEBRIS SHOULD BE REMOVED ONCE THE WASHOUT AREA REACHES HALF =
plans. Refer to the Erosion and Sedimentation Control Notes. AREA TO A MINIMUM DEPTH OF 12”. NO FERTILIZER OR LIME WAY FULL OR IS DEEMED NECESSARY TO AVOID OVERFLOWS. REMOVE AND DISPOSE OF HARDENED ¥ S
SHALL BE APPLIED. CONCRETE WASTE CONSISTENT WITH PRACTICES DEVELOPED FOR THE WASTE DISPOSAL.
15. The demolition plan or existing features designated to be removed are , 5
intended to provide only general information regarding items to be 6. EVE_\’EPTEI;:\IN-E:\TSIZTRAUR(EQO\II\IVQHAI\\INDETVIII'IA\TNHEI)NSEE%G'\SIS%FEBEE’ESR[IJCI)D[?L(I)EFR ?EAR 14. THE CONTRACTOR SHALL DESIGNATE A WASTE DISPOSAL AREA FOR TEMPORARY STORAGE OF
demolished and/or removed. The contractor shall review all site plans (and ’ ¥3Tﬁmm-|§ET$RLBJ(E:KRFI'g2&E mlggucT;:EnigEsnTgETEEsfggTEvamAng I'JAII:,EI':I ?)TQELCI)-TEYE .?gL'ESIE?:Eﬁi BEEReE
architectural drawings as applicable) to assure that all demolition activities 7. AREA SHALL BE MOWED NOT LESS THAN ONCE EVERY TWO YEARS WETLANDS. PICKUPS SHALL BE SCHEDULED REG.ULARLY TO PREVENT THE CONTAINERS FROM o T <2
and incidental work necessary are completed. BETWEEN NOVEMBER 1 AND MARCH 1 TO MAINTAIN A WET MEADOW. OVERFILLING. SPILLS SHALL BE CLEANED UP IMMEDIATELY. DEFECTIVE CONTAINERS THAT MAY CAUSE
» on 2. STAPLE GEOTEXTILE TO POSTS. LEAKS OR SPILLS WILL BE IDENTIFIED THROUGH REGULAR INSPECTION. ANY FOUND TO BE DEFECTIVE
16. The contractor shall protect and maintain the operation and service of al 8. CONTRACTOR RESPONSIBLE FOR ESTABLISHING AND MAINTAINING 1. SET POSTS & EXCAVATE A 5'x6 WILL BE REPAIRED OR REPLACED IMMEDIATELY. ANY STOCKPILING OF MATERIALS SHOULD BE CONFINED
> contrac _ _ SEEDED AREAS UNTIL SATISFACTORY GROWTH AS DETERMINED BY TRENCH UPGRADIENT OF POSTS.

active utilities and systems that are not being removed during all THE OWNER AND TOWN. REPLANT BARE AND REPAIR ERODED AREAS TO THE DESIGNATED AREA AS DEFINED BY THE CONTRACTOR.

construction activities. Should a temporary interruption of utility services be UNTIL END OF MAINTENANCE PERIOD.

required as part of the proposed construction activities, the contractor shall ANGLE POSTS 15. ALL CHEMICAL AND PETROLEUM PRODUCT CONTAINERS STORED ON THE SITE (EXCLUDING THOSE

coordinate with appropriate utility companies and the affected end users to 5" UPGRADIENT CONTAINED WITHIN VEHICLES AND EQUIPMENT) SHALL BE PROVIDED WITH IMPERMEABLE CONTAINMENT

WICH WL HoLo AT ST Ho% o WE VOLINE O T LARGEST COTANER, on 10% OF TE

_ _ . . 12" THE CONTAINMENT AREA. ALL CHEMICALS AND TH’EIR CONTAINERS SHALL ’BE STORED UNDER A INSTALLATION DETAIL

17. The contractor shall arrange for and coordinate with the appropriate utility N r ROOFED AREA EXCEPT FOR THOSE CHEMICALS STORED IN CONTAINERS OF 100 GALLON CAPACITY OR
companies for all services that require t(?mporory or permonent.terr‘mnotlon — —|I=l1 MORE, IN WHICH CASE A ROOF IS NOT REQUIRED. DOUBLE—WALLED TANKS SATISFY THIS m
for the project, whether shown on the site plans or not. Termination of EEE=" ' REQUIREMENT. z m
utilities shall be performed in compliance with all local, state and/or federal == —
regulations. 16. CONTRACTOR SHALL COORDINATE WITH THE PROPER AGENCIES FOR RELOCATION OF ANY UTILITIES OR M INL—ET PROT—ECTIQN D—ETAIL “ o 5

SIGNS. .
N.T.S. -
- g . e 3. EXTEND GEOTEXTILE INTO TRENCH. 4. BACKFILL TRENCH AND

18. Contractor must prepare record drawings depicting the location of existing COMPACT EXCAVATED SOIL. 17. IF REQUIRED, AN APPROVED EROSION CONTROL BOND SHALL BE PREPARED BEFORE THE START OF 2 < <
utilities that are capped, abandoned in place, or relocated and provide to ANY CONSTRUCTION ACTIVITY o F
the Owner and the Engineer of record. ’ ﬁ

18. FROZEN MATERIAL SHALL NOT BE USED FOR FILL NOR SHALL FILL BE PLACED OR COMPACTED ON a z

19. Should hazardous material be discovered/encountered, which was not FROZEN GROUND. O m w
anticipated/addressed in the project plans and specifications, cease all work GEOTEXTILE COMPACTED BACKFILL: J
immediately and notify Owner and Engineer regarding the discovery of same. ESTIMATED CONSTRUCTION START DATE — WINTER 2020 m E —_—

D R . K in th Hl written instructi ved f ESTIMATED COMPLETION DATE — SPRING 2020 PROJECT a <

o not continue work in the area until written instructions are received from T =TT PTRNVJJLV D PROPERTY OWNERS: Ll

an environmental professional. === CONTACT INFO: Fintech Village, LLC TN
EN=EIEL == c/o ldeanomics m Ll

20. The contractor is responsible for preventing movement, settlement, damage, == Sli= 55 Broadway 19th Floor Q
or collapse of existing structures, and any other improvements that are to BOB SULLIVAN New York, NY 10006
remain. If any exi.sting structures that are to remain are domoged dur_ing . TYP' SILT FEN CE BESTECH, INC. SHEET
construction, repairs shall be made using new product/materials resulting in _TS — [860—896—1000] APPLICANT:

a pre—damage condition, or better. Contractor is responsible for all repair T Bestech, Inc.
costs.  Contractor shall document all existing damage and to notify the 25 Pinney Street C-Esz
Owner prior to the start of construction. Ellington, CT 06029
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